
24/7™ Drain Dosing Station (D.D.S.)
Automated Drain Care Pump
• Easy to install, operate and service
• Fully customizable
• Easy-to-read illuminated display

The State 24/7 Drain Dosing Station is designed for drain and grease trap maintenance, 
but can also be used to alleviate common water treatment issues. Its compact, durable 
design allows the system to be used in both indoor and outdoor applications. Best of all, 
it is fully customizable, allowing up to 20 dosing events per day.
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Pump solutions

DR-2000
Automated Drain Care Pump
• Extremely durable design
• Easy to install and program
• Felxible programming

The DR-2000 Automated Drain Care Pump is a highly durable, easy-to-install pump 
designed to deliver accurate dispensing to the areas of your drainage system. Users 
can program up to 24 dosing separate events by the week, weekend, weekday or 
time of individual day.

AC EA     108676 

POWER SUPPLY
Universal:  
15 VAC 50/60 Hz +/- 10%

CORD LENGTH 
8’

FLOW RATE
5 oz./minute - 30 gpd

PROGRAMMING
Digital; 24 events

CABINET RATING
N/A

TIMER
LCD digital

DIMENSIONS
Electric: 5.6”(H)x4.6”(W)x4.8”(D)

MOUNTING
Wall bracket

AC POWER SUPPLY
Universal:  
100 – 240VAC             

CORD LENGTH 
8’

DC BATTERY:  
4 D-cell 

FLOW RATE
Approx. 3.3 oz./minute - 35 gpd

PROGRAMMING
Digital; 20 events

CABINET RATING
IP65

TIMER
LCD digital - back lit display

DIMENSIONS
AC: 5”(H)x4”(W)x4”(D)
DC: 5”(H)x8”(W)x4”(D)

MOUNTING
Wall bracket with level

Drain Care Application
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AC POWER SUPPLY
Universal 100 – 240VAC

CORD LENGTH 
10’ 

FLOW RATE
3 oz./minute - 16gpd
Speed adjustable from 1% - 100%

PROGRAMMING
Digital; 24 events (volume or continuous)

CABINET RATING
Nema 4 / IP65

TIMER
Digital (back lit display)

DIMENSIONS
8”(H) x 3”(W) x 5”(D)

MOUNTING
Wall bracket

AC POWER SUPPLY
Universal 100 – 240VAC

CORD LENGTH 
20’ 

FLOW RATE
8 oz./minute - 95 gpd
Speed Adjustable from 1% - 100%

PROGRAMMING
Digital; 24 events (volume or continuous)

CABINET RATING
Nema 4 / IP65

TIMER
Digital (back lit display)

DIMENSIONS
8.5”(H) x 4.5”(W) x 6.5”(D)

MOUNTING
Wall bracket

Kronos 20
High Volume Feed Pump
• Easy-to-read digital interface
• Three-button control for easy use

The Kronos 20 pump is durable and can be used in the harshest of conditions. Controlled by 
innovative software, users have full access over motor speed and product dosing. This includes 
the ability to dispense small amounts, down to 0.01% of the maximum rate of flow.
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Kronos 50
High Volume Feed Pump
• Whisper-quiet operation
• Easy-to-read digital interface

The Kronos 50 Pump was made with ease-of-use in mind. It employs customized software 
to allow users to have complete control over the amount of product being dispensed with 
pinpoint accuracy. This includes the ability to dispense small amounts, down to 0.01% of the 
maximum rate of flow.
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State Chemical Solutions
5915 Landerbrook Drive
Mayfield Heights, OH 44124
To Order Call: 1-866-747-2229
www.statechemical.com

Canada
6935 Davand Drive
Mississauga, Ontario L5T 1L5
To Order Call: 1-800-668-6513

Puerto Rico
Royal Industrial Park, Bldg “M”
Local #5, Carr 869, km 1.5 Palmas 
Cataño, P.R. 00962
To Order Call: 787-275-3185

Wastewater Application


